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A memory control apparatus includes a temperature obtain-
ing unit, a priority determination unit, and a write processing
unit. The temperature obtaining unit is configured to obtain,
in a memory having a plurality of measurement areas each
including a plurality of unit areas, temperatures measured in
the plurality of measurement areas. The priority determina-
tion unit is configured to determine a priority for each unit
area in accordance with a degree of consumption and the
temperature of the measurement area including the unit areas,
the degree of consumption being a degree of consumption of
the unit area which is caused by a write process performed.
The write processing unit is configured to preferentially per-
form the write process with respect to the unit area having a
higher priority as a data write destination.
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MEMORY CONTROL APPARATUS,
MEMORY SYSTEM, INFORMATION
PROCESSING SYSTEM, AND MEMORY
CONTROL METHOD

CROSS REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit of Japanese Priority
Patent Application JP 2012-249435 filed Nov. 13, 2012, the
entire contents of which are incorporated herein by reference.

BACKGROUND

The present disclosure relates to a memory control appa-
ratus, a memory system, an information processing system,
and a memory control method. Specifically, the present dis-
closure relates to a memory control apparatus, a memory
system, an information processing system, and a memory
control method for controlling a memory having an upper
limit for the number of writes.

In an information processing system in recent years, a
non-volatile memory is sometimes used as an auxiliary stor-
age apparatus or a storage. Generally, memory cells that
constitute a non-volatile memory deteriorate over time and
are worn out due to data writing. When the number of writes
reaches a certain count, an error occurrence rate exceeds a
tolerance, and the product life of the memory cells is ended.

In a non-volatile memory having a lifetime, when writes
are concentrated on a specific address, the memory cell cor-
responding to the address is consumed, and the life thereof is
ended more quickly than others, with the result that the num-
ber of memory cells which are incapable of being used may be
increased. In view of this, in the non-volatile memory, a
leveling process for degrees of consumption of the memory
cells is often performed. The process is called as a wear
leveling process.

In the wear leveling process, a memory controller has been
proposed which records the number of data writes for each
address in a flash memory, and an address to which a write is
less frequently performed is preferentially set as a write target
(see, for example, Japanese Patent No. 4863749). If the
degree of consumption of the memory cell caused by one
write is assumed to be constant, an address to which the write
is less frequently performed has a smaller degree of consump-
tion and thus has a longer remaining life. Therefore, by pref-
erentially writing data to an address to which the write is less
frequently performed, the degrees of consumption of the
memory cells are leveled.

SUMMARY

However, in related art described above, it may be impos-
sible to level the degrees of consumption of memory cells. In
a non-volatile memory, the higher a temperature, the lower a
voltage necessary for a write becomes. Further, the higher a
temperature, the lower a data retention characteristic (so-
called retention) becomes. Therefore, when a write is per-
formed with a constant voltage without considering a tem-
perature, an unnecessary write voltage is applied to a memory
cell having a high temperature, with the result that the degree
of consumption of the memory cell may be increased (that is,
the number of residual writes is decreased).

In the memory controller mentioned above, the wear lev-
eling process is performed with the degrees of consumption
due to the write as a constant regardless of the temperature.
Thus, when there is a difference in temperature between
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memory cells, a difference is also caused in the degrees of
consumption of the memory cells depending on the tempera-
ture difference. As a result, there arises a problem in that the
degrees of consumption are not leveled.

In view of the above-mentioned circumstances, it is desir-
able to appropriately level degrees of consumption in a non-
volatile memory.

According to an embodiment of the present disclosure,
there are provided a memory control apparatus including a
temperature obtaining unit, a priority determination unit, and
a write processing unit, and a memory control method. The
temperature obtaining unit is configured to obtain, in a
memory having a plurality of measurement areas each includ-
ing a plurality of unit areas, temperatures measured in the
plurality of measurement areas. The priority determination
unit is configured to determine a priority for each unit area in
accordance with a degree of consumption and the tempera-
ture of the measurement area including the unit areas, the
degree of consumption being a degree of consumption of the
unit area which is caused by a write process performed. The
write processing unit is configured to preferentially perform
the write process with respect to the unit area having a higher
priority as a data write destination. As a result, the unit area
having a higher priority determined in accordance with the
degree of consumption and the temperature is preferentially
set as the data write destination.

Further, in the embodiment, the priority determination unit
may determine a value of the priority to be lower, as the
degree of consumption is increased, and to be lower, as the
temperature is increased. As a result, as the degree of con-
sumption is increased, the lower value is determined as the
priority. As the temperature is increased, the lower value is
determined as the priority.

Further, in the embodiment, the priority determination unit
may determine a value of the priority to be lower, as the
degree of consumption is increased, and to be higher, as the
temperature is increased. As a result, as the degree of con-
sumption is increased, the lower value is determined as the
priority. As the temperature is increased, the higher value is
determined as the priority.

Further, in the embodiment, the priority determination unit
may determine the priority to be a predetermined value in the
unit area included in the measurement area, the temperature
of which exceeds a predetermined threshold value. As a
result, in the unit area included in the measurement area, the
temperature of which exceeds the predetermined threshold
value, the priority is determined to be the predetermined
value.

Further, in the embodiment, the priority determination unit
may obtain a characteristic amount on the basis of the tem-
perature of the measurement area and determine the priority
when the characteristic amount exceeds a predetermined
amount. As a result, in the case where the characteristic
amount exceeds the predetermined amount, the priority is
determined.

Further, in the embodiment, the priority determination unit
may obtain a characteristic amount on the basis of the tem-
perature of the measurement area when a power is turned on,
and determine the priority to be a predetermined value when
the characteristic amount is equal to or smaller than a prede-
termined amount. As a result, in the case where the charac-
teristic amount does not exceed the predetermined amount
when the power is turned on, the predetermined value is
determined as the priority.

Further, in the embodiment, the memory control apparatus
may further include a consumption degree supply unit. The
consumption degree supply unit is configured to supply, as
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the degree of consumption, a value obtained in accordance
with the temperature of the unit area at a time when the write
processing unit performs the write process to the priority
determination unit. As a result, the value according to the
temperature of the unit area at a time when the write process
is performed is supplied to the priority determination unit as
the degree of consumption.

Further, in the embodiment, the memory control apparatus
may further include a data exchange processing unit. The data
exchange processing unit is configured to perform a data
exchange process of exchanging data in the unit area, the
degree of consumption of which is higher, for data in the unit
area, the degree of consumption of which is lower, out of the
plurality of unit areas, to level the degrees of consumption in
the plurality of unit areas. As a result, by performing the data
exchange process, the degrees of consumption in the plurality
of unit areas are leveled.

Further, in the embodiment, the data exchange processing
unit may determine whether a difference between a maximum
value and a minimum value of the degrees of consumption of
the plurality of unit areas exceeds a predetermined threshold
value or not, each time the degree of consumption is obtained,
and perform the data exchange process when the difference
exceeds the predetermined threshold value. As a result, in the
case where the difference between the maximum value and
the minimum value of the degrees of consumption is larger
than the threshold value, the data exchange process is per-
formed.

Further, in the embodiment, the data exchange processing
unit may perform the data exchange process in the measure-
ment area, the temperature of which is equal to or less than a
predetermined temperature. As a result, in the measurement
area, the temperature of which does not exceed the predeter-
mined temperature, the data exchange process is performed.

Further, in the embodiment, the priority determination unit
may determine the priority, each time a certain time period
elapses. As a result, each time the certain time period elapses,
the priority is determined.

Further, in the embodiment, the priority determination unit
may determine the priority when a total write count exceeds
a predetermined count, the total write count being a write
count with respect to the memory from when a preceding
determination of the priority is performed until when the
certain time period elapses. As a result, in the case where the
total write count exceeds the predetermined write count, the
priority is determined.

Further, in the embodiment, the priority determination unit
may determine the priority when a total consumption degree
exceeds a predetermined value, the total consumption degree
being the degree of consumption of the memory from when a
preceding determination of the priority is performed until
when the certain time period elapses. As a result, in the case
where the total degree of consumption exceeds the predeter-
mined value, the priority is determined.

Further, in the embodiment, the plurality of unit areas each
have a physical address allocated thereto, and when writing
data to a logical address to which the physical address is
unallocated is ordered, the write processing unit may prefer-
entially allocate the physical address of the unit area having a
higher priority to the logical address and set the physical
address allocated as the data write destination.

According to another embodiment of the present disclo-
sure, there is provided an information processing system
including a host computer, a memory, a temperature obtain-
ing unit, a priority determination unit, and a write processing
unit. The host computer is configured to order to perform a
data write process. The memory has a plurality of measure-
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ment areas each including a plurality of unit areas. The tem-
perature obtaining unit is configured to obtain temperatures
measured in the plurality of measurement areas. The priority
determination unit is configured to determine a priority for
each unit area in accordance with a degree of consumption
and the temperature of the measurement area including the
unit areas, the degree of consumption being a degree of con-
sumption of the unit area which is caused by a write process
performed. The write processing unit is configured to prefer-
entially perform the ordered write process with respect to the
unit area having a higher priority as a data write destination.
As aresult, the unit area having the higher priority determined
in accordance with the degree of consumption and the tem-
perature is preferentially set as the data write destination.

According to another embodiment of the present disclo-
sure, there is provided a memory system including a memory,
a temperature obtaining unit, a priority determination unit,
and a write processing unit. The memory has a plurality of
measurement areas each including a plurality of unit areas.
The temperature obtaining unit is configured to obtain tem-
peratures measured in the plurality of measurement areas.
The priority determination unit is configured to determine a
priority for each unit area in accordance with a degree of
consumption and the temperature of the measurement area
including the unit areas, the degree of consumption being a
degree of consumption of the unit area which is caused by a
write process performed. The write processing unit is config-
ured to preferentially perform the write process with respect
to the unit area having a higher priority as a data write desti-
nation. As a result, the unit area having a higher priority
determined in accordance with the degree of consumption
and the temperature is preferentially set as the data write
destination.

According to the embodiments of the present disclosure, it
is possible to exert such an excellent effect that the degrees of
consumption can be appropriately leveled in the non-volatile
memory.

These and other objects, features and advantages of the
present disclosure will become more apparent in light of the
following detailed description of best mode embodiments
thereof, as illustrated in the accompanying drawings.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a block diagram showing an example of the
structure of an information processing system in a first
embodiment of the present disclosure;

FIG. 2 is a block diagram showing an example of the
structure of a non-volatile memory chip in the first embodi-
ment;

FIG. 3 is a diagram showing an example of the structure of
a cell array in the first embodiment;

FIG. 4 is a block diagram showing an example of the
structure of the memory controller 300 in the first embodi-
ment;

FIG. 5 is a block diagram showing an example of the
functional structure of a memory controller according to the
first embodiment;

FIG. 6 is a diagram showing an example of data held by a
temperature information holding unit in the first embodiment;

FIG. 7 is a diagram showing an example of data held in a
write count holding unit in the first embodiment;

FIG. 8 is a diagram showing an example of data held by a
write priority holding unit in the first embodiment;

FIG. 9 is a block diagram showing an example of the
structure of a control processing unit in the first embodiment;
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FIG. 10 is a diagram showing an example of an address
exchange table in the first embodiment;

FIG. 11 is a flowchart showing an example of the operation
of the memory controller in the first embodiment;

FIG. 12 is a flowchart showing a write priority determina-
tion process in the first embodiment;

FIG. 13 is a flowchart showing an example of a write
process in the first embodiment;

FIG. 14 is a flowchart showing an example of a data
exchange process in the first embodiment;

FIG. 15 is a flowchart showing an example of the operation
of the memory controller in a first modified example of the
first embodiment;

FIG. 16 is a flowchart showing an example of the operation
of'the control processing unit in a second modified example of
the first embodiment;

FIG. 17 is a flowchart showing an example of the operation
of a write priority determination unit in the second modified
example of the first embodiment;

FIG. 18 is a flowchart showing an example of a data
exchange process in a fourth modified example of the first
embodiment;

FIG. 19 is a flowchart showing an example of the operation
of the memory controller in a fifth modified example of the
first embodiment;

FIG. 20 is a flowchart showing an example of the operation
of the memory controller in a sixth modified example of the
first embodiment;

FIG. 21 is a block diagram showing an example of the
functional structure of the memory controller according to a
second embodiment of the present disclosure;

FIG. 22 is a diagram showing an example of a consumption
degree table in the second embodiment;

FIG. 23 is a diagram showing an example of data held in a
cumulative consumption degree holding unit in the second
embodiment;

FIG. 24 is a block diagram showing an example of the
structure of the control processing unit in the second embodi-
ment;

FIG. 25 is a flowchart showing an example of a write
priority determination process in the second embodiment;

FIG. 26 is a flowchart showing an example of a write
process in the second embodiment; and

FIG. 27 is a flowchart showing an example of a data
exchange process in the second embodiment.

DETAILED DESCRIPTION OF EMBODIMENTS

Hereinafter, embodiments of the present disclosure will be
described. The description will be given in the following
order.

1. First embodiment (example of determining write prior-
ity in accordance with number of writes and temperature)

2. Second embodiment (example of determining write pri-
ority in accordance with cumulative consumption degree and
temperature)

1. First Embodiment

Example of Structure of Information Processing
System

FIG. 1 is a block diagram showing an example of the
structure of an information processing system according to a
first embodiment of the present disclosure. The information
processing system is provided with a host computer 100 and

10

15

20

25

30

35

40

45

50

55

60

65

6

a memory system 200. The memory system 200 is provided
with a memory controller 300 and a plurality of non-volatile
memory chips 400.

The host computer 100 controls the memory system 200.
Specifically, the host computer 100 issues a command for
specifying a logical address of an access destination and
supplies the command and data to the memory system 200 via
a signal line 109. Further, the host computer 100 receives data
read from the memory system 200. Here, the command is
used to control the memory system 200 and includes a write
command for giving an instruction to perform a data write
process and a read command for giving an instruction to
perform a data read process. Further, the logical addresses are
addresses allocated for each region on an access basis when
the host computer 100 accesses the memory system 200 in an
address space defined by the host computer 100. The region
on the access basis is referred to as a “sector” hereinafter. The
size of the sectors is 4 KB (kilobyte), for example.

The memory controller 300 controls the non-volatile
memory chips 400. The memory controller 300 receives a
write command that specifies the logical address. In addition,
the memory controller 300 receives temperature information
from each of the non-volatile memory chips 400. The tem-
perature information indicates temperatures measured in the
non-volatile memory chips. In response to the write com-
mand, the memory controller 300 performs a write process by
using the temperature information. The details of method of
using the temperature information will be described later. In
the write process, the logical address is converted into a
physical address, and data is written in the physical address.

Here, the physical addresses are addresses allocated in the
non-volatile memory chips 400 on the access basis when the
memory controller 300 accesses the non-volatile memory
chips 400. The unit of accessing the non-volatile memory
chips 400 by the memory controller 300 is the same as the
sector. In this case, in the non-volatile memory chips 400, the
physical address is allocated for each sector.

For example, in the case where the memory system 200 is
provided with four non-volatile memory chips 400, each of
which has a capacity of 2 GB (gigabyte), the sum of the
capacities is 16 GB, and the number of sectors of the entire
memory system 200 is 222, In this case, the memory system
200 is managed by the physical address and the logical
address of 22 bits.

Further, when receiving the read command that specifies
the logical address, the memory controller 300 converts the
logical address to the physical address and reads data from the
physical address. Then, the memory controller 300 outputs
the data read to the host computer 100 as read data.

It should be noted that the size on the access basis by the
memory controller 300 is set to be the same as the size on the
access basis by the host computer 100 but may be set to be
different therefrom.

Example of Structure of Non-Volatile Memory Chip

The non-volatile memory chips 400 each retain data on the
basis of the control by the memory controller 300.

FIG. 2 is a block diagram showing an example of the
structure of the non-volatile memory chip 400. The non-
volatile memory chip 400 is provided with a control interface
410, a non-volatile memory control unit 420, a plurality of
cell arrays 430, and a temperature sensor 440 provided to each
of'the cell arrays 430.
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The control interface 410 is an interface for sending and
receiving a command, write data, read data, temperature
information, and the like to and from the memory controller
300.

The non-volatile memory control unit 420 controls the
non-volatile memory chips 400. The non-volatile memory
control unit 420 writes data to the cell arrays 430 in response
to the write command and read data from the cell arrays 430
in response to the read command. Further, the non-volatile
memory control unit 420 obtains a measurement value of
each of the temperature sensors 440, generates the tempera-
ture information from the measurement values, and outputs
the information to the memory controller via the control
interface 410.

The cell array 430 includes a plurality of memory cells
arranged in an array form. For the memory cells, for example,
a ReRAM (resistance RAM) that uses a variable resistive
element is used. It should be noted that a memory cell other
than the ReRAM may be used as long as a non-volatile
storage element is used. For example, a PCRAM (phase-
change RAM) or an MRAM (magneto-resistive RAM) may
be used.

The temperature sensor 440 is used to measure the tem-
perature of each of the cell arrays 430. The temperature mea-
surement is performed at a certain cycle, for example. The
temperature sensors 440 supply measurement values of the
temperatures to the non-volatile memory control unit 420.

It should be noted that the temperature sensor 440 is pro-
vided for each of the cell arrays 430, but the structure thereof
is not limited to this, as long as the entire memory system 200
can measure temperatures of a plurality of measurement
areas. For example, one temperature sensor 440 may be pro-
vided for the plurality of cell arrays 430, or one cell array 430
is divided into a plurality of measurement areas, and the
temperature sensor 440 may be provided for each measure-
ment area. Alternatively, the one temperature sensor 440 may
be provided for each of the non-volatile memory chips 400
with the entire non-volatile memory chips 400 as one mea-
surement area.

Example of Structure of Cell Array

FIG. 3 is a diagram showing an example of the structure of
the cell array 430. The cell array 430 has n sectors (n: integer
of'2 or more), and the sectors each have a plurality of memory
cells, the number of which is determined in accordance with
the size of the sector. The physical address is allocated for
each sector.

Example of Structure of Memory Controller

FIG. 4 is a block diagram showing an example of the
structure of the memory controller 300 in the first embodi-
ment. The memory controller 300 is provided with a RAM
(random access memory) 301, a CPU (central processing
unit) 302, an ECC processing unit 303, and a ROM (read only
memory) 304. Further, the memory controller 300 is provided
with a host interface 305, a bus 306, and a non-volatile
memory interface 307.

The RAM 301 temporarily retains data necessary for a
process executed by the CPU 302. The CPU 302 performs
overall control for the memory controller 300.

The ECC processing unit 303 encodes write data and
decodes read data. For example, the ECC processing unit 303
generates redundant data for detecting and correcting an error
of'the write data and converts (that is, encodes) the write data
into a code formed of the redundant data and the write data. In
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addition, the ECC processing unit 303 uses the redundant data
to detect and correct an error in the read data.

The ROM 304 stores a program and the like executed by
the CPU 302. The host interface 305 exchanges data or a
command with the host computer 100. The bus 306 is a
common route for exchanging data for the host interface 305
and the non-volatile memory interface 307. The non-volatile
memory interface 307 exchanges the write data, the read data,
the command, and the temperature information with the non-
volatile memory chips 400.

FIG. 5 is a block diagram showing an example of the
functional structure of the memory controller 300 according
to the first embodiment. The memory controller 300 is pro-
vided with a temperature information obtaining unit 311, a
temperature information holding unit 312, a write count sup-
ply unit 313, a write count holding unit 314, a write priority
determination unit 315, a write priority holding unit 316, and
a control processing unit 320. The functions shown in FIG. 5
are attained by the units in the structure shown in FIG. 4.

The temperature information obtaining unit 311 obtains
the temperature information for each cell array which is gen-
erated by the non-volatile memory chips 400. The tempera-
ture information obtaining unit 311 causes the temperature
information holding unit 312 to hold the temperature infor-
mation obtained. The temperature information holding unit
312 holds the temperature information for each cell array. It
should be noted that the temperature information obtaining
unit 311 is an example of a temperature obtaining unit
described in the scope of the appended claims.

The write count supply unit 313 supplies the number of
writes (write count) for each sector. The write count supply
unit 313 counts up the writes to a sector corresponding to a
write address each time the write count supply unit 313
receives the write address as an address, to which data is
written, from the control processing unit 320. The write count
supply unit 313 causes the write count holding unit 314 to
hold the count value. Further, each time the write count sup-
ply unit 313 receives the write address, the write count supply
unit 313 counts up the total writes to the memory system 200
from a time point when the write priority is calculated finally
to a current time, and causes the write count holding unit 314
to hold the total write count. The write count holding unit 314
holds the total write count and the write counts of the sectors.

The write priority determination unit 315 determines a
write priority for each sector in accordance with the degree of
consumption of the sector and the temperature of the sector.
The write priority indicates a priority order of the sectors
when data is written. For the sector to which a higher write
priority is set, the data is more preferentially written thereto.

When the temperature of the memory cells is constant, the
degrees of consumption per write process are the same, so the
degree of consumption is proportional to the increase in the
write count. Therefore, the write count is used as the degree of
consumption. The write priority determination unit 315 deter-
mines the write priority for each sector in accordance with the
write count and the temperature by using the following
expression 1.

P =1/T"*N Expression 1

where P, represents the write priority of a target sector, the
priority of which is to be obtained, a represents a predeter-
mined coefficient determined in accordance with the charac-
teristic of the memory cell. Further, T represents the tempera-
ture of the cell array including the target sector, and N
represents the write count of the target sector. The unit of T is
degree C. (° C.), for example.
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From the expression 1, a lower write priority is obtained, as
the degree of consumption (for example, write count) is
higher, and as the temperature is higher. By writing data
preferentially to the memory cell having the higher write
priority, the degrees of consumption of the memory cells are
appropriately leveled.

It should be noted that the write priority determination unit
315 may obtain the write priority from an expression other
than the expression 1, as long as the lower write priority is
obtained, as the write count is larger, and the temperature is
higher. Further, the write priority determination unit 315 is
configured to calculate the write priority by using the expres-
sion, but the configuration is not limited to this. For example,
the write priority is determined for each combination of the
write count and the temperature in advance by using the
expression 1 or the like, a table obtained by associating the
combinations and the write priorities with each other is held
by the write priority determination unit 315, and the write
priority may be obtained by referring to the table.

Here, the reason why the appropriate write priority is
obtained from the expression 1 or the like will be described. In
the non-volatile memory, as the temperature is increased, a
write voltage necessary for a data write becomes lower. For
example, a necessary write voltage at 150° C. is approxi-
mately 0.6 times that at 25° C. Therefore, in the case where
the temperature becomes higher (150° C., for example) than
expected (25° C., for example), when the data is written in the
memory cell with the write voltage at the expected tempera-
ture, too much write voltage is applied thereto, so the degree
of consumption of the memory cell may be increased. In
addition, the higher the temperature, the lower the data reten-
tion characteristic becomes. Therefore, as the temperature is
increased, it is expected that the degree of consumption of the
memory cell becomes higher due to the write process to be
executed. Thus, it is desirable that the sectors having higher
temperature are set to have lower write priorities.

On the other hand, it is estimated that as the write count is
increased, the degree of consumption up to the current time is
higher. Therefore, it is desirable that the sector to which the
data is written more times is set to have a lower write priority.
Thus, by setting the write priority to be lower, as the tempera-
ture is higher, and as the write count is larger, the degrees of
consumption are leveled appropriately.

For example, under an environment at 25° C., memory
cells A and B each having an assured life of 100,000 writes are
considered. When 10,000 writes are performed for each of the
memory cells A and B, in the case where the same tempera-
ture condition is set, both of the memory cells are estimated to
have a remaining life of 90,000 writes.

However, in the case where the memory cells A and B are
at different temperatures, the degrees of consumption caused
by write processes to be performed are not the same, and the
remaining lives may be different. For example, the assump-
tion is made that the memory cell A has a higher temperature
than the memory cell B. In this state, although the write count
for each of the memory cells A and B is 10,000 times, the
degree of consumption may be increased, and the remaining
life may be shorter than 90,000 times in the memory cell A
because the degree of consumption by the write processes
tends to be increased as the temperature increases as
described above. Therefore, if the write is performed with the
same write priority values being set for the memory cells A
and B on the basis of only the write counts, the memory cell
A may be exhausted more quickly than the memory cell B. In
view of this, the memory controller 300 uses the expression 1
or the like to preferentially write data to the memory cell B,
the temperature of which is lower, and the consumption of
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which from that time point is to be reduced, with the result
that the degrees of consumption of the memory cells can be
appropriately leveled.

The write priority determination unit 315 causes the write
priority holding unit 316 to hold the write priorities deter-
mined for each sector. Further, when the write priority is
calculated, the write priority determination unit 315 updates
the total write count in the write count holding unit 314 to an
initial value (0, for example). The write priority holding unit
316 holds the write priorities for the respective sectors.

The control processing unit 320 performs the write process
with the sector having a higher write priority being preferen-
tially set as a data write destination. Specifically, when the
write command is issued, the control processing unit 320
preferentially allocates a physical address ofthe sector having
the higher write priority out of vacant sectors to a logical
address specified by the write command. Then, the control
processing unit 320 writes data in the physical address allo-
cated and outputs the address to the write count supply unit
313 as the write address.

Here, the sectors in use are not targets to be allocated to the
logical address. Therefore, when the write is concentrated on
a specific sector of the sectors in use, only the sector is further
consumed, and the degrees of concentration of the sectors
may not be leveled. In view of this, it is desirable that the
control processing unit 320 further performs a data exchange
process of exchanging data written in the sectors, the write
counts of which are different. Through this process, the data
which is more frequently written is moved to the sector, the
consumption degree (write count, for example) of which is
higher, and the data which is less frequently written is moved
to the sector, the consumption degree (write count, for
example) of which is lower. After the data is exchanged, the
data is frequently written into the sector having a lower degree
of consumption, which advances the consumption thereof.
The data is less frequently written into the sector having a
higher degree of consumption, which does not advance the
consumption thereof very much. As a result, the degrees of
consumption are leveled.

In the data exchange process, the control processing unit
320 exchanges data between the sector to which the data is
written the larger number of times and the sector to which the
data is written the smaller number of times. For example, out
of'the sectors in use, the data is exchanged between the sector
to which the data is written the largest number of times and the
sector to which the data is written the smallest number of
times. The control processing unit 320 outputs the addresses
of the sectors between which the data is exchanged to the
write count supply unit 313 as the write addresses.

FIG. 6 is a diagram showing an example of temperature
information held by the temperature information holding unit
312 in the first embodiment. In the temperature information
holding unit 312, the temperature information obtained for
each array 430 in the non-volatile memory chip 400 is held.
For example, in the case where the number of non-volatile
memory chips 400 in the memory system 200 is four, and the
number of cell arrays 430 in the non-volatile memory chips
400 is m, 4m pieces of temperature information are held in the
temperature information holding unit 312.

FIG. 7 is a diagram showing an example of data held in the
write count holding unit 314 in the first embodiment. In the
write count holding unit 314, the write count is held for each
sector in the non-volatile memory chip 400. For example, in
the case where the number of cell arrays 430 in the memory
system 200 is 4m, and the number of sectors for each cell
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array 430 is n, the number of sectors is 4m*n, and 4m™*n write
counts are held. Further, in the write count holding unit 314,
the total write count is held.

FIG. 8 is a diagram showing an example of data held by the
write priority holding unit 316 in the first embodiment. The
write priority holding unit 316 holds the write count for each
sector in the non-volatile memory chip 400. For example, in
the case where the number of sectors in the memory system
200 is 4m™n, 4m*n write priorities are held.

Example of Structure of Control Processing Unit

FIG. 9 is a block diagram showing an example of the
structure of the control processing unit 320 in the first
embodiment. The control processing unit 320 is provided
with a write processing unit 321, an address conversion table
322, and a data exchange processing unit 323.

The write processing unit 321 performs a write process
with the sector having a higher write priority as a write des-
tination. Upon reception of a write command from the host
computer 100, the write processing unit 321 refers to the
address conversion table 322 to determine whether the physi-
cal address is allocated to the logical address specified by the
write command or not. When the physical address is allo-
cated, the write processing unit 321 writes write data in the
corresponding physical address. On the other hand, when the
physical address is not allocated, out of vacant physical
addresses, the write processing unit 321 preferentially allo-
cates the sector having the higher write priority to the logical
address and writes the write data to the physical address. In
addition, on the basis of the allocation of the physical
addresses, the write processing unit 321 updates the address
conversion table 322. The address conversion table 322 holds
the logical address and the physical address with the
addresses associated with each other.

The data exchange processing unit 323 performs a data
exchange process. The data exchange processing unit 323
determines whether the data exchange process is performed
each time the data is written. For example, the data exchange
processing unit 323 calculates a difference between a maxi-
mum value and a minimum value of the write counts of the
sectors and determines whether the data exchange process is
to be executed or not on the basis of whether the difference
calculated exceeds a predetermined threshold value W1.

In the case where the data exchange process is performed,
the data exchange processing unit 323 exchanges the data
between the sector to which the write is performed the largest
number of times and the sector to which the write is per-
formed the smallest number of times. Specifically, the data
exchange processing unit 323 reads the data from a physical
address PA,, . of the sector to which the write is performed
the largest number of times and a physical address PA,,,,, of
the sector to which the write is performed the smallest number
of times and holds the data. Then, the data exchange process-
ing unit 323 writes the data read from the physical address
PA . to the physical address PA . and the data read from
the physical address PA,,,,, to the physical address PA,,, ... In
addition, the data exchange processing unit 323 allocates the
physical address PA,,,,, to the logical address corresponding
to the physical address PA,,,,, before the exchange and allo-
cates the physical address PA, , to the logical address corre-
sponding to the physical address PA,,,,, before the exchange.

It should be noted that the data exchange process is not
limited to the process of exchanging the data between the
sector to which the write is performed the largest number of
times and the sector to which the write is performed the
smallest number of times, as long as the data is exchanged
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between the plurality of sectors having different degrees of
consumption (write counts, for example) in the process. The
data exchange processing unit 323 obtains an average value of
the write counts, for example, and may exchange the data
between the sector having the write count equal to or larger
than a value M (M: real number of more than 1) times the
average value and the sector having the write count equal to or
smaller than a value N (N: real number of less than 1) times
the average value.

Example of Structure of Address Exchange Table

FIG. 10 is a diagram showing an example of the address
exchange table 322 in the first embodiment. In the address
conversion table 322, for example, information indicating the
physical addresses and whether there is an allocation or not
for each logical address. Whether there is the allocation or not
indicates whether the physical address is allocated to the
logical address. In an initial state, the physical address is not
allocated. In the case where the physical address is not allo-
cated to the logical address when the data is written, the
physical address is allocated to the logical address.

Further, in the address conversion table 322, information
indicating a status of the physical address for each physical
address is held. The status indicates a usage condition or the
like of the physical address, and one of “in use”, “vacant”, and
“bad”is indicated. The “inuse” means that the logical address
is allocated to the physical address in the status, and the data
is written. The “vacant” means that the data is not written in
the physical address in the status. The “bad” means that the
sector corresponding to the physical address in the status is a
bad sector, the life of which ends.

The write processing unit 321 determines whether the
physical address is allocated or not to the logical address
specified by the write command. When there is no allocation,
the write processing unit 321 allocates the physical address
having the highest write priority out of the physical addresses
in the vacant status and associates the physical address and
the logical address with each other to be held.

For example, the case is considered in which the physical
address is not allocated to a logical address LLA,, the plurality
of physical addresses including a physical address PA, are in
the vacant status, and the physical address PA | has the highest
write priority. When a write command to specify the logical
address LA, is issued, the memory controller 300 allocates,
out of the vacant physical addresses, the physical address PA
having the highest write priority to the logical address LA,.
The address conversion table 322 holds information indicat-
ing the physical address PA, and indicating that there is the
allocation with the address associated with the logical address
LA,. Further, the status of the physical address PA | is updated
to “in use”.

Example of Operation of Memory Controller

FIG. 11 is a flowchart showing an example of the operation
of the memory controller 300 in the first embodiment. The
operation is started when the memory controller 300 is turned
on. The memory controller 300 determines whether one of the
case where the power is turned on and the case where a certain
time period elapses from when the write priority determina-
tion process is executed is caused or not (Step S901).

Generally, a write command and a read command are
demanded to be responsive to a command from the host.
Therefore, in the flowchart shown in FIG. 11, a response time
demanded for the write command and the read command is a
time period in the unit of nanosecond or microsecond. On the
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other hand, for the write priority, the expression 1 is defined
so that the write priority is remarkably changed only in the
unit of at least millisecond, thereby sufficiently leveling the
degrees of consumption. Therefore, it is appropriate that the
update of the write priorities is performed every certain time
period as in Step S901.

When the case where the power is turned on or the case
where the certain time period elapses is caused (Yes in Step
S901), the memory controller 300 performs the write priority
determination process for determining the write priority for
each sector (Step S910).

When neither the case where the power is turned on nor the
case where the certain time period elapses is caused (No, in
Step S901), or after Step S910, the memory controller 300
determines whether the write command is received or not
from the host computer 100 (Step S902).

When the write command is received (Yes in Step S902),
the memory controller 300 performs the write process of
writing the data to the non-volatile memory chip 400 (Step
S920). Then, the memory controller 300 executes the data
exchange process for exchanging the data written in the
physical addresses having different write priorities (Step
S930).

When the write command is not received (No in Step
S902), or after Step S930, the memory controller 300 deter-
mines whether the read command is received from the host
computer 100 or not (Step S903). When the read command is
received (Yes in Step S903), the memory controller 300 per-
forms the read process for reading the data from the physical
address corresponding to the logical address specified in the
read command. The memory controller 300 outputs the data
read to the host computer 100 as the read data (Step S904).

When the read command is not received (No in Step S903),
or after Step S904, the memory controller 300 returns to Step
S901.

FIG. 12 is a flowchart showing an example of the write
priority determination process in the first embodiment. The
write priority determination unit 315 in the memory control-
ler 300 reads the temperature information of the sectors from
the temperature information holding unit 312 to obtain the
information (Step S911). Then, the write priority determina-
tion unit 315 obtains a difference between a maximum value
and a minimum value of the temperatures of the cell array and
determines whether the difference exceeds a threshold value
T1 or not (Step S912). When the difference exceeds the
threshold value T1 (Yes in Step S912), the write priority
determination unit 315 reads and obtains a total write count
with respect to the memory system 200 from a time point
when the write priority is finally calculated up to a current
time point from the write count holding unit 314 (Step S913).
Then, the write priority determination unit 315 determines
whether the total write count exceeds a threshold value W1' or
not (Step S914). When the total write count exceeds the
threshold value W1' (Yes in Step S914), the write priority
determination unit 315 reads and obtains the write counts of
the sectors from the write count holding unit 314 (Step S915).
By using the expression 1 or the like, the write priority deter-
mination unit 315 determines the write priority for each sec-
tor in accordance with the temperatures and the write counts
and causes the write priority holding unit 316 to hold the write
priorities determined. In addition, the write priority determi-
nation unit 315 sets the total write count to an initial value (for
example, 0) (Step S916). By executing the processes of Step
S912 and S914, it is possible to reduce the frequency of
calculating the write priorities. In the case where the differ-
ence is less than the threshold value T1 (No in Step S912), or
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after Step S915, the write priority determination unit 315
terminates the write priority determination process.

It should be noted that, in Step S912, whether the differ-
ence between the maximum value and the minimum value of
the temperature is larger than the threshold value T1 or not is
determined, but whether a characteristic amount other than
the difference exceeds the threshold value T1 or not may be
determined, as long as the characteristic amount is calculated
from a temperature distribution. As the characteristic amount,
in addition to the difference between the maximum value and
the minimum value, the maximum value or the minimum
value of the temperatures is used. Further, the write priority
determination unit 315 calculates the write priority in the case
where the characteristic amount (difference, for example)
exceeds the threshold value T1, and the total write count
exceeds the threshold value W1'. However, the write priority
determination unit 315 may calculate the write priority in the
case where the characteristic amount exceeds the threshold
value T1, or the total write count exceeds the threshold value
W1'. Further, the write priority determination unit 315 may
not necessarily perform the processes of Steps S912 and
S914. Only one of the processes of Steps S912 and S914 may
be performed, or neither Step S912 nor Step S914 may be
performed. Here, in the case where Step S914 for comparing
the total write count with the threshold value is not performed,
Step S913 for obtaining the total write count also has not to be
performed.

FIG. 13 is a flowchart showing an example of the write
process in the first embodiment. The control processing unit
320 in the memory controller 300 refers to the address con-
version table 322 to determine whether the physical address
corresponding to the logical address specified by the write
command is included or not (Step S921).

When the corresponding physical address is not included
(No in Step S921), the control processing unit 320 preferen-
tially allocates the physical address of the vacant sector hav-
ing the higher write priority to the logical address specified
(Step S922).

When the corresponding physical address is included (Yes
in Step S921), or after Step S922, the control processing unit
320 writes the data to the physical address corresponding to
the logical address specified (Step S923). Then, the control
processing unit 320 informs the write count supply unit 313 of
the physical address to which the data is written. The write
count supply unit 313 updates the write count of the physical
address which is held in the write count holding unit 314. In
addition, the write count supply unit 313 updates the total
write count held in the write count holding unit 314 (Step
S924). After Step S924, the control processing unit 320 ter-
minates the write process.

FIG. 14 is a flowchart showing an example of the data
exchange process in the first embodiment. The control pro-
cessing unit 320 obtains a maximum value and a minimum
value of the write counts of each of the sectors to which the
data is written and calculate a difference therebetween (Step
S931). The control processing unit 320 determines whether
the difference calculated exceeds the predetermined thresh-
old value W1 or not (Step S932).

When the difference exceeds the threshold value W1 (Yes
in Step S932), the control processing unit 320 exchanges data
between the sector to which the data is written the larger
number of times and the sector to which the data is written the
smaller number of times (Step S933). The control processing
unit 320 updates the write counts of the sectors between
which the data is exchanged (Step S934).
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When the difference is less than the threshold value W1
(No in Step S932), or after Step S934, the control processing
unit 320 terminates the data exchange process.

In this way, according to the first embodiment of the
present disclosure, the memory controller 300 can write the
data to the sector having the higher write priority determined
in accordance with the degrees of consumption and the tem-
peratures. Because the degree of consumption due to the write
process executed is changed depending on the temperature,
the data is written in accordance with the temperature and the
degree of consumption up to that time, thereby making it
possible to appropriately level the degrees of consumption of
the sectors.

First Modified Example

In the first embodiment, the memory controller 300 per-
forms the data exchange process each time the write process
is performed. However, as the write process execution fre-
quency is increased, the execution frequency of the data
exchange process is also increased. Therefore, the memory
cells may be increasingly consumed. In view of this, the
memory controller 300 may perform the data exchange pro-
cess with a certain time period. A first modified example is
different from the first embodiment in that the memory con-
troller 300 performs the data exchange process with the cer-
tain time period.

FIG. 15 is a flowchart showing an example of the operation
of the memory controller 300 in the first modified example.
The operation of the memory controller 300 in the first modi-
fied example is different from that in the first embodiment in
that a data exchange process (Step S930) is performed not
after the write process (Step S920) but with a certain time
period. Specifically, after the certain time period elapses (Yes
in Step S901), the memory controller 300 performs the write
priority determination process (Step S910) and the data
exchange process (Step S930).

Second Modified Example

In the first embodiment, the memory controller 300 per-
forms the write priority determination process and the access
control process such as the write process and the read process
in order, but the write priority determination process and the
access control process may be executed in parallel. A second
modified example is different from the first embodiment in
that the memory controller 300 executes the write priority
determination process and the access control process in par-
allel.

Specifically, the control processing unit 320 performs the
access control process and the data exchange process as
exemplified in FIG. 16, while the write priority determination
process 315 performs the write priority determination with
the certain time period as exemplified in FIG. 17.

FIG. 16 is a flowchart showing an example of the operation
of the control processing unit 320 in the second modified
example. The operation is the same as that of the memory
controller 300 shown in FIG. 11 except the point that Steps
S901 and S910 are not carried out.

FIG. 17 is a flowchart showing an example of the operation
of the write priority determination unit 315 in the second
modified example. The operation is the same as the operation
of the memory controller 300 shown in FIG. 11 except the
point that Steps S902, S903, S904, S920, and S930 are not
performed.

It should be noted that in the first modified example, the
control processing unit 320 may perform the access control
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process and the data exchange process in parallel with the
priority determination process as in the second modified
example.

Third Modified Example

In the first embodiment, the memory controller 300 sets the
write priority to be lower, as the temperature is increased.
Conversely, the write priority may be set to be higher, as the
temperature is increased. A third modified example is differ-
ent from the first embodiment in that the memory controller
300 sets the write priority to be higher, as the temperature is
increased.

Specifically, the write priority determination unit 315 cal-
culates the write priority by using the following expression 2
instead of the expression 1.

P'=T%N Expression 2

where P,' represents a write priority of a target sector the
priority of which is to be obtained, and o represents a prede-
termined coefficient determined by a characteristic of the
memory cell. In addition, T represents a temperature of the
cell array including the target sector, and N represents the
write count of the target sector. The unit of T is degree C. (°
C.), for example.

From the expression 2, as the degree of consumption (write
count, for example) is increased, the write priority becomes
lower. As the temperature is increased, the write priority
becomes higher. Here, as the temperature of the memory cell
is increased, a time period necessary for one write (so-called
latency) becomes shorter. Therefore, the expression 2 is used
to set the write priority to be higher, as the temperature is
increased, with the result that the degrees of consumption are
leveled, and the latency for the write can be shortened (in
other words, increase an access speed).

It should be noted that the write priority determination unit
315 may determine the write priority from an expression
other than the expression 2, as long as it is possible to obtain
such a write priority as to be lower as the write count is
increased and to be higher as the temperature is increased. In
addition, the write priority determination unit 315 is config-
ured to calculate the write priority by using the expression,
but the configuration thereof is not limited to this. For
example, the write priority is determined in advance by using
the expression 2 or the like for each combination of the write
count and the temperature, a table in which the combinations
and the write priorities are associated with each other is held
in the write priority determination unit 315, and the write
priority may be obtained by referring to the table.

In addition, when the temperature exceeds a temperature
threshold value T, at which it is assured that the memory
cell satisfies a prescribed characteristic and operates safely,
errors more than a tolerance are caused in the memory cell
when the data is written, and the data may not be written
normally. In view of'this, in the case where the temperature of
cell array exceeds T, ., the write priority determination unit
315 may minimize the priority of the sectors of the cell array.
Specifically, the write priority determination unit 315 uses the
following expression 3 instead of the expression 2 to calculate
the write priority. As a result, this process prevents that the
data is not normally written due to overheat.

Py=0(T>T )

P'=T%/N(I=T,,,.) Expression 3

Fourth Modified Example

In the first embodiment, the memory controller 300 per-
forms the data exchange process irrespective of the tempera-
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ture of the cell array, but can perform the data exchange
process in the cell array at a predetermined temperature or
less. A fourth modified example is different from the first
embodiment in that the memory controller 300 performs the
data exchange process in the cell array at the predetermined
temperature or less.

FIG. 18 is a flowchart showing an example of the data
exchange process in the fourth modified example. The data
exchange process in the fourth modified example is different
from that in the first embodiment shown in FIG. 14 in that
Steps S961, S962, and S963 are performed instead of Steps
S931 and S933.

The control processing unit 320 obtains the temperature
information of the cell arrays from the temperature informa-
tion holding unit 312 and holds an identification number of
the cell array at the predetermined temperature or less (Step
S961). By referring to the identification number held, the
control processing unit 320 obtains a maximum value and a
minimum value of the write counts in the sectors in the cell
array corresponding to the identification number to calculate
a difference therebetween (Step S962). Then, the control
processing unit 320 determines whether the difference calcu-
lated exceeds the predetermined threshold value W1 or not
(Step S932). When the difference exceeds the threshold value
W1 (Yes in Step S932), the control processing unit 320 refers
to the identification number held to exchange the data
between the sector to which the write is performed the larger
number of times and the sector to which the write is per-
formed the smaller number of times in the cell array corre-
sponding to the identification number (Step S963). Then, the
control processing unit 320 performs the process of Step
S934.

As described above, as the temperature is increased, the
degree of consumption becomes higher. Therefore, by per-
forming the data exchange process for the memory cells
excluding the memory cell, the temperature of which is
higher than the predetermined temperature, the degrees of
consumption are more appropriately leveled.

Fifth Modified Example

In the first embodiment, the memory controller 300 does
not initialize the write priority when the power is turned on.
However, when the power is turned on, the write priority may
be initialized to a prescribed value (for example, 0). A fifth
modified example is different from the first embodiment in
that the memory controller 300 initializes the write priority
when the power is turned on.

FIG. 19 is a flowchart showing an example of the operation
of the memory controller in the fifth modified example. The
operation of the memory controller 300 in the fifth modified
example is different from that in the first embodiment shown
in FIG. 11 in that Steps S905 and S906 are performed instead
of Steps S901.

When the power is turned on, the memory controller 300
initializes the write priority of the sectors by a prescribed
value (Step S905). Then, the memory controller 300 deter-
mines whether a certain time period elapses or not from when
a preceding write priority determination process is executed
or when the initialization is performed (Step S906). When the
certain time period elapses (Yes in Step S906), the memory
controller 300 performs a process of Step S910. When the
certain time period does not elapse (No in Step S906), the
memory controller 300 performs a process of Step S902.

It should be noted that in Step S905, the memory controller
300 sets the prescribed value as the initial value, but may set
the write priority finally determined before the power is
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turned off as the initial value. In this case, for example, the
memory controller 300 is further provided with a write pri-
ority storage unit formed of a non-volatile memory. When the
power is turned off, the write priorities held in the write
priority holding unit 316 are read and stored in the write
priority storage unit. Then, when the power is turned on, the
memory controller 300 reads the write priority from the write
priority storage unit and causes the write priority holding unit
316 to hold the write priority as the initial value.

Sixth Modified Example

In the first embodiment, the memory controller 300 does
not initialize the write priority when the power is turned on.
However, when a predetermined temperature condition is
satisfied at a time of turning on the power, the write priority
may be initialized. The sixth modified example is different
from the first embodiment in that the memory controller 300
initializes the write priority when the predetermined tempera-
ture condition is satisfied at a time of turning on the power.

FIG. 20 is a flowchart showing an example of the operation
of the memory controller 300 in the sixth modified example.
The operation of the memory controller 300 in the sixth
modified example is different from that in the first embodi-
ment shown in FIG. 11 in that Steps S905, S906, S907, and
S908 are performed instead of Step S901.

When the power is turned on, the memory controller 300
obtains the temperature information of each cell array from
the temperature information holding unit 312 (Step S907).
The write priority determination unit 315 obtains a charac-
teristic amount (for example, difference between a maximum
value and a minimum value) of the temperature of the cell
array and determines whether the difference exceeds the
threshold value T1 or not (Step S908). If the difference does
not exceed the threshold value T1 (No in Step S908), the
memory controller 300 initializes the write priority of each
sector by a prescribed value (Step S905). Then, the memory
controller 300 determines whether a certain time period
elapses or not from when the preceding write priority deter-
mination process is executed or when the initialization is
performed (Step S906).

In the case where the difference exceeds the threshold
value T1 (Yes in Step S908) or the certain time period elapses
(Yes in Step S905), the memory controller 300 performs the
process of Step S910. In the case where the certain time
period does not elapse (No in Step S905), the memory con-
troller 300 performs the process of Step S902.

2. Second Embodiment
Example of Structure of Memory Controller

In the first embodiment, the assumption is made that the
temperature is constant in the write processes, and the write
count is used as the degree of consumption as it is. However,
in actuality, the temperature may differ in the write processes.
When different temperatures are generated in the write pro-
cesses, the degree of consumption differs from one write
process to another. Therefore, for each write process, it is
desirable that the degree of consumption is obtained in accor-
dance with the temperature at that time. A second embodi-
ment is different from the first embodiment in that the
memory controller 300 obtains the degree of consumption for
each write process in accordance with the temperature at that
time.

FIG. 21 is a block diagram showing an example of the
functional structure of the memory controller 300 according
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to the second embodiment. The second embodiment is differ-
ent from the first embodiment in that the memory controller
300 is provided with a consumption degree table 317, a cumu-
lative consumption degree supply unit 318, and a cumulative
consumption degree holding unit 319, instead of the write
count supply unit 313 and the write count holding unit 314.

The consumption degree table 317 holds the degrees of
consumption by one write process for each temperature. As
described above, in the memory cells, as the temperature is
increased, the life thereof becomes shorter. The degree of
consumption by one write process tends to be higher. On the
basis of the tendency, for example, the lives for each tempera-
ture are determined in advance. As the life is shorter, a higher
value of the degree of consumption by one write process is
held in the consumption degree table. For example, a value
proportional to a reciprocal of the life at a given temperature
is held as the degree of consumption at the temperature.

The cumulative consumption degree supply unit 318 sup-
plies a cumulative value of the degrees of consumption in the
write processes as the cumulative consumption degree for
each sector. When receiving the write address from the con-
trol processing unit 320, the cumulative consumption degree
supply unit 318 reads a temperature of the sector correspond-
ing to the write address from the temperature information
holding unit 312. Then, the cumulative consumption degree
supply unit 318 obtains the degree of consumption corre-
sponding to the read temperature from the consumption
degree table 317. Then, the cumulative consumption degree
supply unit 318 calculates, as a new cumulative consumption
degree, a value obtained by adding the obtained consumption
degree to the cumulative consumption degree of the sector
corresponding to the write address and causes the cumulative
consumption degree holding unit 319 to hold the new cumu-
lative consumption degree. Further, each time the write
address is received, the cumulative consumption degree sup-
ply unit 318 updates a total degree of consumption, which is
the cumulative value of the degrees of consumption in the
memory system 200 from the time point when the write
priority is finally calculated to the current time point, and
causes the cumulative consumption degree holding unit 319
to hold the value updated. The cumulative consumption
degree holding unit 319 holds the total degree of consumption
and the cumulative consumption degree for each sector.

It should be noted that the cumulative consumption degree
supply unit 318 is an example of'a consumption degree supply
unit described in the scope of the appended claims. Further,
the cumulative consumption degree supply unit 318 is con-
figured to obtain the degree of consumption in accordance
with the temperature from the consumption degree table 317,
but the configuration thereof is not limited to this. For
example, the cumulative consumption degree supply unit 318
may define a predetermined function Y(X), where X repre-
sents the temperature, and Y represents the degree of con-
sumption, and use the function Y (X) to calculate the degree of
consumption from the temperature. Values of coefficients of
Y(X) are determined by a functional approximation that
determines such a value that an error with a plurality of (X,Y)
obtained becomes the smallest, for example.

The write priority determination unit 315 in the second
embodiment calculates, as the write priority, a value in accor-
dance with the cumulative consumption value and the tem-
perature for each sector. For example, the write priority deter-
mination unit 315 determines the write priority for each
sector by using the following expression 4. In addition, in the
case where the write priority is calculated, the write priority
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determination unit 315 updates the total consumption degree
in the cumulative consumption degree holding unit 319 to an
initial value (for example, 0).

Py=1/T"*W Expression 4

where, P, represents the write priority of the target sector the
priority of which is to be obtained, and a represents a prede-
termined coefficient defined by the characteristic of the
memory cell. Further, T represents the temperature of the cell
array including the target sector, and W represents the cumu-
lative degree of consumption of the target sector.

As described above, the degree of consumption of the
memory cell by one write process is not constant, and as the
temperature is increased, the degree of consumption becomes
higher. Therefore, by obtaining the degree of consumption in
accordance with the temperature each time the write process
is performed, the memory controller 300 can exactly obtain
the degree of consumption by the write processes up to the
current time.

It should be noted that, as long as the value of the write
priority becomes lower, as the cumulative consumption
degree is increased, and as long as the value of the write
priority becomes lower, as the temperature is increased, the
write priority determination unit 315 may determine the write
priority from an expression other than the expression 4. The
write priority determination unit 315 is configured to calcu-
late the write priority by using the expression, but the con-
figuration thereof is not limited to this. For example, the
expression 4 or the like is used to calculate the write priority
for each combination of the cumulative consumption degree
and the temperature in advance, and a table in which the
combinations and the write priorities are associated with each
other is held in the write priority determination unit 315. By
referring to the table, the write priority may be obtained.

FIG. 22 is a diagram showing an example of the consump-
tion degree table 317 in the second embodiment. The con-
sumption degree table 317 holds, for each temperature, a
reciprocal (normalized value thereof as necessary) of a write
life at each temperature as the degree of consumption in one
write process. The normalization is performed with a write
life at a certain temperature as a reference, for example.

The case is considered in which the life of the memory cell
at20° C. is 1,000,000 times, and the life of the memory cell at
30° C. is 800,000 times. In this case, for example, the life at
20° C.is set as a reference. The reciprocal of each of the lives
is multiplied by the life at 20° C., thereby performing the
normalization. As a result, the reciprocal of 1,000,000 is
normalized to obtain 1.00 and hold the value as the degree of
consumption at 20° C., and the reciprocal of 800,000 is nor-
malized to obtain 1.25 and hold the value as the degree of
consumption at 30° C.

FIG. 23 is a diagram showing an example of dataheld in the
cumulative consumption degree holding unit 319 in the sec-
ond embodiment. In the cumulative consumption degree
holding unit 319, the cumulative consumption degrees are
held for each sector in the non-volatile memory chip 400. For
example, in the case where the number of sectors in the
memory system 200 is 4m*n, 4m*n cumulative consumption
degrees are held. Further, in the cumulative consumption
degree holding unit 319, the total consumption degree is held.

FIG. 24 is a block diagram showing an example of the
structure of the control processing unit 320 in the second
embodiment. The structure of the control processing unit 320
in the second embodiment is different from that in the first
embodiment in that the control processing unit 320 is pro-
vided with a data exchange processing unit 324 instead of the
data exchange processing unit 323.
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The structure of the data exchange processing unit in the
second embodiment is different from that in the first embodi-
ment in that the data exchange processing unit 324 obtains the
cumulative consumption degree, instead of the write count,
for each sector and determines whether the data exchange
process is performed or not depending on whether a differ-
ence between a maximum value and a minimum value thereof
exceeds a predetermined threshold value W2 or not.

FIG. 25 is a flowchart showing an example of a write
priority determination process in the second embodiment.
The write priority determination process in the second
embodiment is different from that in the first embodiment in
that Steps S917, S918, and S919 are performed instead of
Steps S913, S914, and S915.

After obtaining the temperature information (Step S911),
the write priority determination unit 315 determines whether
the characteristic amount (for example, difference between a
maximum value and a minimum value) of the temperature of
the cell array exceeds a threshold value T2 or not (Step S912).
When the difference exceeds the threshold value T2 (Yes in
Step S912), the write priority determination unit 315 obtains
atotal degree of consumption in the memory system 200 from
the time point when the write priority is finally calculated to
the current time point from the cumulative consumption
degree holding unit 319 (Step S917). Then, the write priority
determination unit 315 determines whether the total con-
sumption degree exceeds a threshold value W2' or not (Step
S918). In the case where the total consumption degree
exceeds the threshold value W2' (Yes in Step S918), the write
priority determination unit 315 obtains the cumulative con-
sumption degrees of the sectors from the cumulative con-
sumption degree holding unit 319 (Step S919). The write
priority determination unit 315 uses the expression 4 or the
like to determine the write priority for each sector in accor-
dance with the temperatures and the cumulative consumption
degrees and cause the write priority holding unit 316 to hold
the write priorities determined. Further, the write priority
determination unit 315 sets the total consumption degree to an
initial value (for example, 0) (Step S916). By performing
Steps S912 and S918, it is possible to reduce the frequency of
calculating the write priorities. In the case where the differ-
ence is less than the threshold value T2 (No in Step S918), or
after Step S919, the write priority determination unit 315
terminates the write priority determination process.

It should be noted that, in the case where the characteristic
amount (for example, difference) exceeds the threshold value
T2, and the total consumption degree exceeds the threshold
value W2, the write priority determination unit 315 calcu-
lates the write priority. However, the write priority determi-
nation unit 315 may calculate the write priority, when the
characteristic amount exceeds the threshold value T2, or
when the total consumption degree exceeds the threshold
value W2'. Further, the write priority determination unit 315
may not necessarily perform Steps S912 and S918. The write
priority determination unit 315 may perform one of Steps
S912 and S918 or may perform neither Step S912 nor Step
S918. Here, in the case where Step S918 in which the total
consumption degree is compared with the threshold value is
not performed, Step S917 for obtaining the total consumption
degree also becomes unnecessary.

FIG. 26 is a flowchart showing an example of a write
process in the second embodiment. The write process in the
second embodiment is different from that in the first embodi-
ment in that Steps S925 to S927 are performed instead of Step
S924. After writing data (Step S923), the control processing
unit 320 obtains the temperature of the sector, which is the
data write destination, from the temperature information
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holding unit 312 (Step S925). The control processing unit 320
obtains the degree of consumption corresponding to the
obtained temperature from the consumption degree table 317
(Step S926). Then, the control processing unit 320 informs
the cumulative consumption degree supply unit 318 of the
physical address to which the data is written. The cumulative
consumption degree supply unit 318 updates the cumulative
consumption degree of the physical address which is held in
the cumulative consumption degree holding unit 319. Fur-
ther, the cumulative consumption degree supply unit 318
updates the total consumption degree held in the cumulative
consumption degree holding unit 319 (Step S927). After Step
8927, the control processing unit 320 terminates the write
process.

FIG. 27 is a flowchart showing an example of the data
exchange process in the second embodiment. The control
processing unit 320 determines a maximum value and a mini-
mum value of the cumulative consumption degrees of the
sectors and calculates a difference therebetween (Step S935).
The control processing unit 320 determines whether the cal-
culated difference exceeds the predetermined threshold value
W2 or not (Step S936).

When the difference exceeds the threshold value W2 (Yes
in Step S936), the control processing unit 320 exchanges data
between the sector having a larger cumulative consumption
degree and the sector having a smaller cumulative consump-
tion degree (Step S937). The control processing unit 320
obtains the temperatures of the sectors between which the
data is exchanged from the temperature information holding
unit 312 (Step S938). The control processing unit 320 obtains
the degrees of consumption corresponding to the respective
temperatures obtained (Step S939). On the basis of the
degrees of consumption obtained, the control processing unit
320 updates the cumulative consumption degrees of the sec-
tors between which the data is exchanged (Step S940).

When the difference is less than the threshold value W2
(No in Step S936), or after Step S940, the control processing
unit 320 terminates the data exchange process.

It should be noted that, to the second embodiment, it is also
possible to apply the first to sixth modified examples as in the
first embodiment. In the case where the fourth modified
example shown in FIG. 18 is applied to the data exchange
process in the second embodiment shown in FIG. 27, the
temperature information is already obtained in Step S961, so
Step S938 can be omitted.

As described above, according to the second embodiment
in the present disclosure, the memory controller 300 can
obtain, as the degree of consumption, the value in accordance
with the temperature at which the write process is performed.
Therefore, even in the case where the different temperatures
are generated for each write process, it is possible to exactly
obtain the degrees of consumption up to the current time. As
a result, it is possible to appropriately level the degrees of
consumption of the memory cells.

It should be noted that the above embodiments are
examples for implementing the present technology, and the
items in the embodiments and the items specifying the
present disclosure in the scope of the appended claims have
correspondence relationship. Similarly, the items specifying
the present disclosure in the scope of the appended claims and
items having the same names in the embodiments of the
present disclosure have correspondence relationship. How-
ever, the present disclosure is not limited to the above
embodiments and can be implemented by variously modify-
ing the embodiments without departing the gist of the present
disclosure.
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Further, the process procedures described in the above
embodiments may be handled as a method having the series
of the procedures, and may be handled as a program for
causing a computer to execute the series of the procedures or
a recording medium that stores the program. As the recording
medium, for example, a CD (compact disc), an MD (mini-
disc), a DVD (digital versatile disk), a memory card, a Blu-
ray Disc (registered trademark), or the like can be used.

It should be noted that the present disclosure can take the
following configurations.

(1) A memory control apparatus, including:

a temperature obtaining unit configured to obtain, in a
memory having a plurality of measurement areas each includ-
ing a plurality of unit areas, temperatures measured in the
plurality of measurement areas;

a priority determination unit configured to determine a
priority for each unit area in accordance with a degree of
consumption and the temperature of the measurement area
including the unit areas, the degree of consumption being a
degree of consumption of the unit area which is caused by a
write process performed; and

a write processing unit configured to preferentially per-
form the write process with respect to the unit area having a
higher priority as a data write destination.

(2) The memory control apparatus according to Item (1), in
which

the priority determination unit determines a value of the
priority to be lower, as the degree of consumption is
increased, and to be lower, as the temperature is increased.

(3) The memory control apparatus according to Item (1), in
which

the priority determination unit determines a value of the
priority to be lower, as the degree of consumption is
increased, and to be higher, as the temperature is increased.

(4) The memory control apparatus according to Item (3), in
which

the priority determination unit determines the priority to be
a predetermined value in the unit area included in the mea-
surement area, the temperature of which exceeds a predeter-
mined threshold value.

(5) The memory control apparatus according to any one of
Ttems (1) to (4), in which

the priority determination unit obtains a characteristic
amount on the basis of the temperature of the measurement
area and determines the priority when the characteristic
amount exceeds a predetermined amount.

(6) The memory control apparatus according to any one of
Ttems (1) to (5), in which

the priority determination unit obtains a characteristic
amount on the basis of the temperature of the measurement
area when a power is turned on, and determines the priority to
be a predetermined value when the characteristic amount is
equal to or smaller than a predetermined amount.

(7) The memory control apparatus according to any one of
Ttems (1) to (6), further including

a consumption degree supply unit configured to supply, as
the degree of consumption, a value obtained in accordance
with the temperature of the unit area at a time when the write
processing unit performs the write process to the priority
determination unit.

(8) The memory control apparatus according to Item (7),
further including

a data exchange processing unit configured to perform a
data exchange process of exchanging data in the unit area, the
degree of consumption of which is higher, for data in the unit
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area, the degree of consumption of which is lower, out of the
plurality of unit areas, to level the degrees of consumption in
the plurality of unit areas.

(9) The memory control apparatus according to Item (8), in
which

the data exchange processing unit determines whether a
difference between a maximum value and a minimum value
of the degrees of consumption of the plurality of unit areas
exceeds a predetermined threshold value or not, each time the
degree of consumption is obtained, and performs the data
exchange process when the difference exceeds the predeter-
mined threshold value.

(10) The memory control apparatus according to Item (8),
in which

the data exchange processing unit performs the data
exchange process in the measurement area, the temperature
of'which is equal to or less than a predetermined temperature.

(11) The memory control apparatus according to any one of
Ttems (1) to (9), in which

the priority determination unit determines the priority,
each time a certain time period elapses.

(12) The memory control apparatus according to Item (11),
in which

the priority determination unit determines the priority
when a total write count exceeds a predetermined count, the
total write count being a write count with respect to the
memory from when a preceding determination of the priority
is performed until when the certain time period elapses.

(13) The memory control apparatus according to Item (11),
in which

the priority determination unit determines the priority
when a total consumption degree exceeds a predetermined
value, the total consumption degree being the degree of con-
sumption of the memory from when a preceding determina-
tion of the priority is performed until when the certain time
period elapses.

(14) The memory control apparatus according to any one of
Ttems (1) to (13), in which

the plurality of unit areas each have a physical address
allocated thereto, and

when writing data to a logical address to which the physical
address is unallocated is ordered, the write processing unit
preferentially allocates the physical address of the unit area
having a higher priority to the logical address and sets the
physical address allocated as the data write destination.

(15) A memory system, including:

a memory having a plurality of measurement areas each
including a plurality of unit areas;

a temperature obtaining unit configured to obtain tempera-
tures measured in the plurality of measurement areas;

a priority determination unit configured to determine a
priority for each unit area in accordance with a degree of
consumption and the temperature of the measurement area
including the unit areas, the degree of consumption being a
degree of consumption of the unit area which is caused by a
write process performed; and

a write processing unit configured to preferentially per-
form the write process with respect to the unit area having a
higher priority as a data write destination.

(16) An information processing system, including:

a host computer configured to order to perform a data write
process;

a memory having a plurality of measurement areas each
including a plurality of unit areas;

a temperature obtaining unit configured to obtain tempera-
tures measured in the plurality of measurement areas;
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a priority determination unit configured to determine a
priority for each unit area in accordance with a degree of
consumption and the temperature of the measurement area
including the unit areas, the degree of consumption being a
degree of consumption of the unit area which is caused by a
write process performed; and

a write processing unit configured to preferentially per-
form the ordered write process with respect to the unit area
having a higher priority as a data write destination.

(17) A memory control method, including:

obtaining, in a memory having a plurality of measurement
areas each including a plurality of unit areas, temperatures
measured in the plurality of measurement areas by a tempera-
ture obtaining unit;

determining a priority for each unit area in accordance with
a degree of consumption and the temperature of the measure-
ment area including the unit areas by a priority determination
unit, the degree of consumption being a degree of consump-
tion of the unit area which is caused by a write process
performed; and

preferentially performing the write process with respect to
the unit area having a higher priority as a data write destina-
tion by a write processing unit.

It should be understood by those skilled in the art that
various modifications, combinations, sub-combinations and
alterations may occur depending on design requirements and
other factors insofar as they are within the scope of the
appended claims or the equivalents thereof.

What is claimed is:

1. A memory control apparatus, comprising:

a temperature obtaining unit configured to obtain, in a
memory having a plurality of measurement areas each
including a plurality of unit areas, temperatures mea-
sured in the plurality of measurement areas;

a priority determination unit configured to determine a
priority for each unit area of the plurality of unit areas in
accordance with a degree of consumption and a differ-
ence between a maximum temperature and a minimum
temperature among the measured temperatures of a cor-
responding measurement area, wherein the degree of
consumption is a degree of consumption of the unit area
caused by a write process performed on the unit area;
and

a write processing unit configured to preferentially per-
form the write process with respect to a unit area having
a higher priority than other of the plurality of unit areas
as a data write destination.

2. The memory control apparatus according to claim 1,
wherein the priority determination unit determines a value of
the priority to be loweras the degree of consumption is
increased, and

wherein the value of the priority is determined to be lower
as the temperature is increased.

3. The memory control apparatus according to claim 1,
wherein the priority determination unit determines a value of
the priority to be lower as the degree of consumption is
increased, and

wherein the value of the priority is determined to be higher
as the temperature is increased.

4. The memory control apparatus according to claim 3,
wherein the priority determination unit determines the prior-
ity to be a predetermined value in the unit area included in the
corresponding measurement area, the temperature of which
exceeds a predetermined threshold value.

5. The memory control apparatus according to claim 1,
wherein the priority determination unit obtains a characteris-
tic amount based on a temperature of the corresponding mea-
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surement area and determines the priority when the charac-
teristic amount exceeds a predetermined amount.

6. The memory control apparatus according to claim 1,
wherein the priority determination unit obtains a characteris-
tic amount based on temperature of the corresponding mea-
surement area when a power is turned on, and determines the
priority to be a predetermined value when the characteristic
amount is equal to or smaller than a predetermined amount.

7. The memory control apparatus according to claim 1,
further comprising a consumption degree supply unit config-
ured to supply to the priority determination unit, as the degree
of consumption, a value obtained in accordance with the
temperature of the unit area at a time when the write process-
ing unit performs the write process.

8. The memory control apparatus according to claim 7,
further comprising a data exchange processing unit config-
ured to perform a data exchange process of exchanging data
in a unit area, the degree of consumption of which is higher,
for data in another unit area, the degree of consumption of
which is lower, out of the plurality of unit areas, to level the
degrees of consumption in the plurality of unit areas.

9. The memory control apparatus according to claim 8,
wherein the data exchange processing unit determines
whether a difference between a maximum value and a mini-
mum value of the degrees of consumption of the plurality of
unit areas exceeds a predetermined threshold value or not,
each time the degree of consumption is obtained, and per-
forms the data exchange process when the difference exceeds
the predetermined threshold value.

10. The memory control apparatus according to claim 8,
wherein the data exchange processing unit performs the data
exchange process in a measurement area of the plurality of
measurement areas, the temperature of which is equal to or
less than a predetermined temperature.

11. The memory control apparatus according to claim 1,
wherein the priority determination unit determines the prior-
ity, each time a certain time period elapses.

12. The memory control apparatus according to claim 11,
wherein the priority determination unit determines the prior-
ity when a total write count exceeds a predetermined count,
the total write count being a write count with respect to the
memory from when a preceding determination of the priority
is performed until when the certain time period elapses.

13. The memory control apparatus according to claim 11,
wherein the priority determination unit determines the prior-
ity when a total consumption degree exceeds a predetermined
value, the total consumption degree being the degree of con-
sumption of the memory from when a preceding determina-
tion of the priority is performed until when the certain time
period elapses.

14. The memory control apparatus according to claim 1,
wherein each of the plurality of unit areas has a physical
address allocated thereto, and when writing data to a logical
address to which the physical address is unallocated is
ordered, the write processing unit preferentially allocates the
physical address of the unit area having a higher priority than
other of the plurality of unit areas to the logical address and
sets the physical address allocated as the data write destina-
tion.

15. A memory system, comprising:

a memory having a plurality of measurement areas each

including a plurality of unit areas;

a temperature obtaining unit configured to obtain tempera-

tures measured in the plurality of measurement areas;

a priority determination unit configured to determine a

priority for each unit area of the plurality of unit areas in
accordance with a degree of consumption and the tem-
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perature of a corresponding measurement area including
the plurality of unit areas, the degree of consumption
being a degree of consumption of the unit area which is
caused by a write process performed,

wherein the priority determination unit obtains a charac-
teristic amount based on the temperature of the measure-
ment area when a power is turned on, and determines the
priority to be a predetermined value when the character-
istic amount is equal to or smaller than a predetermined
amount; and

a write processing unit configured to preferentially per-
form the write process with respect to a unit area having
a higher priority than other of the plurality of unit areas
as a data write destination.

16. An information processing system, comprising:

ahost computer configured to order to perform a data write
process;

a memory having a plurality of measurement areas each
including a plurality of unit areas;

atemperature obtaining unit configured to obtain tempera-
tures measured in the plurality of measurement areas;

a priority determination unit configured to determine a
priority for each unit area of the plurality of unit areas in
accordance with a degree of consumption and the tem-
perature of a corresponding measurement area including
the plurality of unit areas, the degree of consumption
being a degree of consumption of the unit area which is
caused by a write process performed,

wherein the priority determination unit obtains a charac-
teristic amount based on the temperature of the measure-
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ment area when a power is turned on, and determines the
priority to be a predetermined value when the character-
istic amount is equal to or smaller than a predetermined
amount; and

a write processing unit configured to preferentially per-
form the ordered write process with respect to a unit area
having a higher priority than other of the plurality of unit
areas as a data write destination.

17. A memory control method, comprising:

obtaining, in a memory having a plurality of measurement
areas each including a plurality of unit areas, tempera-
tures measured in the plurality of measurement areas by
a temperature obtaining unit;

determining a priority for each unit area of the plurality of
unit areas in accordance with a degree of consumption
and the temperature of a corresponding measurement
area including the plurality of unit areas by a priority
determination unit, the degree of consumption being a
degree of consumption of the unit area which is caused
by a write process performed,

wherein a characteristic amount is obtained based on the
temperature of the measurement area when a power is
turned on, and the priority is determined to be a prede-
termined value when the characteristic amount is equal
to or smaller than a predetermined amount; and

preferentially performing the write process with respect to
a unit area having a higher priority than other of the
plurality of unit areas as a data write destination by a
write processing unit.
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